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TENSIONER
B 1500/2.5 E

TENSIONER PERFORMANCE

ZECK

Max. tensioning force: 25 kN

Min. tensioning force: 2 kN

Max. speed: 5 km/h

BULL WHEELS

Number of bull wheels: 2

Diameter of bull wheels: 1500 mm

Groove diameter: 40 mm

Number of conductors: 1

DIMENSIONS/WEIGHT

Length x width x height: 3350 x 1700 x 2360 mm

Weight: 1650 kg

DRIVE SYSTEM OPTIONAL FEATURES

- Tbull wheel with a completely closed individual drive unit - Meter counter
(motor + brake + gear box) for minimal maintenance and - Machine version for left and right laid conductor
high efficiency

- Hydraulic oil cooling system

- Tautomatically activated bull wheel safety brake system Special modifications or equipment on request.

CONTROL SYSTEM

- Tensioning force can be continuously regulated at the control
panel

- Control instruments for the tensioning force

- Bull wheel safety brake system manually controlled

GENERAL FEATURES

- 1rigid axle chassis for up to 30 km/h

- Back support via robust mechanical parking jack

- Front support via robust mechanical supporting winch

- Automatic conductor clamping system with grounding
device

- Free-wheel device for conductor loading

KEY FACTS

Tensioner for 1 conductor without engine with 2 bull wheels
(@1500 mm), groove diameter 40 mm and max. tensioning
force of 25 kN.
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TENSIONER
B 1500/4 E

ZECK

TENSIONER PERFORMANCE

Max. tensioning force: 40 kN
Min. tensioning force: approx. 3.5 kN
Max. speed: 5 km/h
BULL WHEELS
Number of bull wheels: 2
Diameter of bull wheels: 1500 mm
Groove diameter: 40 mm
Number of conductors: upto2
DIMENSIONS/WEIGHT
Length x width x height: 3300 x 1800 x 2400 mm
Weight: 2150 kg
1ISO
C 6 9001
QUALITY
ASSURANCE
DRIVE SYSTEM OPTIONAL FEATURES
- Each bull wheel with a completely enclosed individual drive - Meter counter
unit (motor + brake + gear box) for minimal maintenance and - Machine version for left and right laid conductor
high efficiency

- Hydraulic oil cooling system
- Each bull wheel with an automatically activated safety brake
system

Special modifications or equipment on request.

CONTROL SYSTEM

- Tensioning force can be continuously regulated at the control
panel

- Control instruments for the tensioning force

- Bull wheel safety brake system manually controlled

GENERAL FEATURES

- Trigid axle chassis for up to 30 km/h

- Back support via robust mechanical parking jack

- Front support via robust mechanical supporting winch

- Automatic conductor clamping system with grounding
device

- Free-wheel device for conductor loading

KEY FACTS

Tensioner for up to 2 conductors without engine, with 2 bull
wheels (@ 1500 mm ), groove diameter 40 mm and max.
tensioning force of 40 kN.
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